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Speci�cations

For 1/3” CS-Mount Camera-This lens is designed 
for 1/3” CCD camera and mount is CS type.  Flange 
back of CS-Mount is 12.5mm 
Direct Drive Iris- This lens is not built-in amplifier 
for auto iris (AUTO Iris control printed circuit 
board).  Iris blade on lens is being operated by DC 
from camera accordingly.  Please use this lens with 
combination of camera built-in auto iris amplifier 
(DC-iris) or camera which can be switch able for 
video signal/DC-iris 
Varifocal Lens-This lens has (adjustable focal 
distances.)  The change of Tele/wide can be done 
with zooming.  In case you want to make focus at 
an optional position between Tele/wide you must 
re-adjust focusing one again. 

Features

Dimensions

For 1/3 CS Mount Cameras

Two focal distances changes from
tele/wide with zooming

Precision product

Focal Length 6-15mm 
Aperture     F1.4 
Mount CS

Horizontal Field 
of View 54°3’-23°  

Dimensions 33*68mm 
Back focal 

length 10.0mm (in air) 

Min. Object 
distance 0.25m (from front vertex) 

Zoom: Manual  
Operation  
Focus: Manual 
Iris:       Manual 

Operation
Temperature -10°C-50°C 

Weight Approx 60g

The Security You Need.

The Security You Deserve.

Manual Lens
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