
Image Device 1/3-inch Sony CCD image sensor 
Effective Picture 

elements 
NTSC 771(H) X 492(V) 
PAL 737(H) X 575(V) 

Shutter Auto 1/50-1/100 
System Of Signal PAL/NTSC

Horizontal Resolution 480 TV Lines (H) 
 Lens Mount 6~60 mm 

Electronic Shutter 1/50~1/100000(Second) 
S/N Ratio More than 48db 

Minimum Illumination 0 LUX the infrared led is on when 5 LUX 
Video Output 1.0V(P-P)75Ω
Power Supply AC 220V 50Hz 50W / DC 12V for Camera  
Video Output 

Connecter BNC

Infrared Wavelength 17 Hi-Performance Units 
Infrared Lamps 

Irradiation distance Outdoor 80, Indoor 100 

White Balance Auto
Housing Aluminum Alloy silver grey outdoor waterproof 

Level synchronization 
frequency Inner synchronization 

Constant Temperature 
control Fan (the fan is on when more than 45° C)  

Lens 3-moterized zoom lens zoom lens auto iris 6-60mm 
Image switch available On/Off 480*150*120 

Weight 3.5KG
Working Temperature -10°C-55°C 
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Infared Cameras

 Weather Proof Day/Night 
 1/3-inch Sony CCD Sensor 
 480 TV Lines 
 Long Distance IR  
(80~100mts)
3-Motorized Zoom LensSpecifications

Features


