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Speci�cations

Image Device 1/3” Col or CC D Sensor 

E�ective Picture 
elements

NT SC 512(H X492(V) PAL 5 12 (H) X 5 82(V) (color)

Scanning
NT SC/EIA Standar d 52 5 Lin es , 30 frames/sec 
PAL/CCIR stan dard 6 25 L ines , 25 frames/sec 

Gamma 0.45

Vide o output 1.0 Vpp 7 5Ώ

Horizo ntal
Resolution

Move than 3 80T VL (Color) 42 0 T V L ( B/W ) 

Electronic Shut ter
Contro l

Auto-electronic shutter 1/60-1/ 100 000 (NT S C
1/50-1/1 00000 (PAL) 

AGC Function Yes (Auto Setting) 

Backlight Comp Yes

Grey  lev el 10 lev els

Emitting
Wavele ngth LED 850 nm 

Emitting angle of
LED 40°-5 0°

Number of IR LED 84 PCS 

Illumination
distanc e 20-3 0M

Video S/N ratio 46dB(AGC OF F )

White bal ance Auto

Backlight
compensation

Auto

Min Illumination 1.2 Lu x/F2.0 0 Lux / IR on 

IR LED on Belo w 10 L ux
Fan Start T rigger IR LED on 

Lens S tandard: 8.0 mm/F2.0 Option: 6.0mm, 12.0mm, 
16.0mm/F 2.0

Temperature Storage: -20° C -80°C    Operating -1 0°C-5 0°C

Po wer Req uired AC9 0-26 0V   Cons umption:
1A/DC1 2V(ma x:1.2A)

Dimensions 275 (L) X 12 9(W) X 133 (H)m m  W eight 300 0g
B racket T C -314L

Key Features

Dimensions

1/3” Advanced color C CD Camera
See project 30-40 meters in total darkness

Build in 84 IR LED’s excellent performance

Auto-electronic shutter

Water resistant with solid aluminum housing

Variety lens option 6mm/8mm/12mm/16mm

Easy to install anywhere for both indoor &
outdoor application (blower included)

275mm

225.45mm

133m

107.80m

Outdoor Day & Night
CCD Camera

TC
-3205


