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Speci�cations

Key Features

Outdoor Day & Night
Dual CCD Camera

TC
D

-30M
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Image Device 1/3” Color CCD Sensor; 1/3” B/W CCD sensor 
Effective Picture 

elements 
NTSC 512(HX492(V) PAL 512 (H) X 582(V) (color) 
EIA 537(H) X 505(V) CCIR 537(H) X 597(V) (B/W) 

Scanning NTSC/EIA Standard 525 Lines, 30 frames/sec 
PAL/CCIR standard 625 Lines, 25 frames/sec 

Gamma 0.45
Video output 1.0 Vpp 75ȵ
Horizontal 
Resolution

Move than 330TVL (Color) More than 420 TVL(B/W) 

Electronic Shutter 
Control 

Auto-electronic shutter 1/60-1/100000 (NTSC, EIA) 
1/50-1/100000 (PAL, CCIR) 

AGC Function Yes (Auto Setting) 
Backlight Comp Yes 

Grey level 10 levels 
Emitting

Wavelength LED 850 nm 

Emitting angle of 
LED 40°-50° 

Number of IR LED 49 PCS 
Illumination 

distance 20-30M (outdoor) 

Video S/N ratio 48dB(AGC OFF) 
White balance Auto (Color)                          ---------- (B/W) 

Min Illumination 1Lux/F1.2 for day    
 0Lux/F2.0 for night 

IR LED On Below 5 Lux 
Fan Start IR LED On 

Lens STD: 8.0mm/F2.0; Option: 6.0/12.0mm/F2.0 
Temperature Storage:-20°C-80°C  Operating: -10°C-50°C 

 Power Required: AC110V/220V  Consumption: DC 12V Typical 
900mA

Dimensions 275(L) X 129(W) X 133(H) mm 
Weight 3500g 

Bracket TC-314L 

1/3” Dual CCD B/W & Color advanced design 
solves the focus problem 
IR LED Illumination range 20-30 meters 
Build in 49 IR LEDs with excellent Night 
Vision
High sensitivity in day & night 
Auto-electronic shutter Water resistant with 
solid aluminum housing 
Variety lens option 
Easy to install anywhere for both indoor & 
outdoor uses 
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